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WHITE FUSED ALUMINA JIS600# 

TECHNICAL DATA SHEET 

PRODUCT/ : White Fused Alumina JIS600#/ 600#(W28) 

CHEMICAL COMPOSITION/ : 

Item Guarantee Value/ （%） Typical Value/ （%） 

Al2O3 ≥99.2 99.62 

Fe2O3 ≤0.04 0.03 

SiO2 ≤0.20 0.13 

Na2O ≤0.30 0.22 

MgO ≤0.05 0.02 

CaO ≤0.05 0.01 

K2O ≤0.05 0.02 

 

PHYSICAL PROPERTIES/ : 

Specific Weight/  Hardness/  PH Value/  Melting Point  

3.95 g/ cm3 9.0Mohs scale 7-9.5 2050℃ 

 

PARTICLE SIZE DISTRIBUTION/  (Laser Analyzer LS609/ ) : 

Size Guarantee Value  Typical Value  

D10(um) ≥15 15.683 

D50(um) 24.5-28.5 27.787 

D90(um) ≤48 47.555 

 

APPLICATIONS/

 Grinding tool products such as oilstones, grinding fluids, and diamond dry polishing wheel. /

 Zinc rich coatings, polyurethane coatings and other coating products. / 

 Ceramic products such as alumina insulation board, alumina ceramic membrane tube, 

ceramic wear-resistant layer, etc. / 
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 Precise grinding and micro blasting for Inox, aluminum alloy, tungsten-molybdenum alloy 

etc. /  

 Grinding and polishing of non-metallic products such as glass and ceramics. 

 Reinforced wood flooring wear-resistant layer. 

 Refractory & Precision Casting. / 

 

25kgs/Bag+1Ton/Jumbo Bag / 

25kgs/Bag+1Ton/Pallet / 

Customized Package such as paper bag are available /


